PLUG VALVE - LOW TORQUE (LT)

KEMPER Plug Valves LT are 1/4 turn valves that can be used for service applications such as: Cementing, Fracturing, Aciding, Coiled Tubing and Sand Control. Can also be used on mobile trailers.

- STANDARD SERVICE RATING 15,000 PSI NSCWP
- INDUSTRY STANDARD MALE AND FEMALE WING CONNECTIONS.
  - OTHER CONNECTIONS AVAILABLE - CONSULT FACTORY
  - HEAVY DUTY CONNECTIONS AVAILABLE FOR 3" FIG 1502
- BOTTOM ENTRY DESIGN:
  - ALLOWS VALVE MAINTENANCE WITHOUT HAVING TO REMOVE THE ACTUATOR; VALVE MAY REMAIN IN INSTALLATION DURING THIS TIME.
- FLOW FROM EITHER DIRECTION - BI-DIRECTIONAL
- BAR NUT ACTUATORS STANDARD
  - GEAR OPERATED HANDWHEEL AND HYDRAULIC OPERATORS AVAILABLE - CONSULT FACTORY
- REPLACEABLE WEAR INSERTS (2)
  - INSERTS ALLOW MINIMAL BODY EROSION THUS VALVE MAY BE REPAIRED BY RE-USING VALVE BODY AND REPLACING WEAR ITEMS (INSERTS, PLUG AND SEALS) WITH REPAIR KITS. REPAIR, SEAL KITS AND INDIVIDUAL PARTS ARE STOCKED - CONSULT FACTORY
- EVERY VALVE IS PRESSURE TESTED AND HAS A MATERIAL TRACEABILITY REPORT (MTR) AND INDIVIDUALLY SERIALIZED.
- VALVE USAGE CAN BE TRACKED THRU KEMPER RED IRON MANAGEMENT SYSTEM.

KEMPER Plug Valves LT are 1/4 turn valves that can be used for service applications such as: Cementing, Fracturing, Aciding, Coiled Tubing and Sand Control. Can also be used on mobile trailers.